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STERILE LATEX-FREE EXAM GLOVES 

Textured Finish 
Powder-Free 
Latex Free 

NitriSkin* Plus Powder-Free Nitrile Surgical Glove 

NitriSkin Plus PF Surgical - MGS50 series

Characteristics
The NitriSkin Plus Nitrile Surgical gloves contain no natural rubber latex proteins. It’s soft, highly elastic 
formulation provides the maximum in comfort, fit, and protection, while offering exceptional tactile sensitivity.
Hand Specific. Textured Finish.

Features and Benefits
Nitrile Surgical Gloves are intended for use in environments within hospitals and other healthcare facilities. 
The gloves are appropriate for use during invasive and non-invasive medical procedures requiring sterility. 
They are intended to be worn by operating room personnel to protect a surgical wound from contamination.
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Packaging 
25 pairs per box, 4 boxes per case. 
 
Sizes 
6.0 to 9.0 

  

Nitrile Powder Free  
Sterile Surgical Gloves 

 

NitriSkin Plus TM

One Ster i le Pair  
LATEX-FREE SURGICAL GLOVE 

Manufactured in Malaysia for Medgluv Inc, Fort Lauderdale, FL 33309 USA  

POWDER-FREE NITRILE SURGICAL GLOVES 

STERILE Unless Package is Damaged or Opened 

LOT Lot Number: 
 
 
Manufactured: 
 
 
Sterilized: 
 
 
Expiration: 

STERILE R 

REORDER:                   SIZE 
 
MGS5060                      (6.0) 
MGS5065                      (6.5) 
MGS5070                      (7.0) 
MGS5075                      (7.5) 
MGS5080                      (8.0) 
MGS5085                      (8.5) 
MGS5090                      (9.0) 

  Latex Free 
  12" Length  
  Hand Specific 
  Bisque Finish 
  Powder Free 

2 2 
Single Use Only 

Size 

LATEX 

Peel Down To Open 
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latexfree 

surgical gloves 
latexfree 

SIZES  ORDER #  PRODUCT SPECIFICATIONS

6.0  MGS5060   Length     min. 11½” (290mm)
6.5  MGS5065  Avg. Finger Thickness (mm) min. 0.22
7.0  MGS5070  Tensile Strength Before Aging  min. 24 MPa
7.5  MGS5075  Tensile Strength After Aging  min. 18 MPa
8.0  MGS5080  Elongation Before Aging (%) min. 800
8.5  MGS5085   Elongation After Aging (%)  min. 760
9.0  MGS5090


